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the architecture of Kemery Brundige and Young

March 21, 2019

Design Advisory Panel

Howard County Planning and Zoning
3430 Court House Drive

Ellicott City, MD 21043

Re: Wendy's #7626 — 7311 Washington Blvd., Elkridge, MD 21075

Wendy’s located at 7311 Washington Blvd, Elkridge, MD 21075 is an existing single-story restaurant that
is part of a C-store. The front and side of the building has a metal fascia which is proposed to be
removed. The proposed work consists of a new parapet roof, new red blade w/aluminum metal finish,
new bronze metal panels on the front and sides of the building, new storefront & spandrel glass at the
front of the building, and new EIFS window surround at the front of the building. The new parapet wall
will extend 9 inches over the existing parapet height. The drive thru side elevation will also have new
EIFS and metal panel surround at drive thru windows and wood grain tile at the existing pilasters and
under the new bronze metal panels.

These renovations provide a modern update to aid in revitalization to surrounding development on the
route 1 corridor.

Thank you,

Mark Griffin
Linear Architecture

8951 Cypress Waters Blvd, Suite 130
Dallas, TX 75019

972.929.9226
www.linear-architecture.com
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PREFINISHED METAL PARAPET
CAP W/ DRIP EDGE (BEYOND)

VENTS AND ACCESS PANEL, SEE

DETAIL 14/A4.4 E) ROOF EQUIPMENT

(E) SCUPPER ¢ DOWNSPOUT.
PAINT PEX-|

(E) BRICK VENEER
(E) COOLER TO REMAIN, (N) PLASTIC
PAINT PEX-I. BOLLARD SLEEVE
(E) DOOR AND FRAME, PAINT (N) LIGHT FIXTURE. REFER TO
PEX-| ELECTRICAL DRAWINGS.
0 SCALE: 1/4" = [-0"
UNDER SEPARATE PERMIT.
(N) 36" FLUSH MOUNT WENDY'S SIGNAGE (WHITE LETTERS)
TO BE PROVIDED AND INSTALLED BY SIEN SUPPLIER.
PROVIDE BLOCKING AS REQUIRED.
DUNTED LIGHT (K-10)
PEX-9
PEX-1
(N) CANOP

-
G-1 (N) 6" CONCRETE (E) BRICK VENEER

CURB
SF-1 E-1 (E) BLOCK VENEER
SPANDREL

0 FRONT ELEVATION

SCALE: 1/4" = 1-0"

GENERAL NOTES
. WHERE POSSIBLE NEW MASONRY WORK SHALL BE CONSTRUCTED W/
SALVAGED MASONRY TO MATCH EXISTING MASONRY.

2. REPOINT EXISTING VERTICAL AND HORIZONTAL MASONRY JOINTS WHERE
VOIDS OR CRACKS EXIST.

3. CLEAN, REPAIR ¢ REPAINT (E) ELEMENTS WHERE INDICATED.

4. FOR EXISTING BOLLARD COVERS, REMOVE AND INSTALL (N) BOLLARD
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Wendy's Woodgrain Tile

Corrugated Metal — Bronze

Metal Storefront - Bronze

ACM Panel — B




PROJECT : WENDY'S
@ Q B TYPE : K10
( XX ] ORDERING JF : KICHLER LIGHTING DAS436-F142X-120E-BZ-41K

Teron Lighting COMMENTS:

ARCHITECTURAL OUTDOOR

MASTERS LARGE FEATURES

+ Steel Trim Bands w/ Textured Bronze Powder Coat Finish
Internal Fixture:
+ Die-Cast Aluminum Ballast Housing w/ Textured Bronze Powder Coat Finish
* Fully Silicone Gasketed Channel
* Clear Prismatic UV-Stabilized Polycarbonate Ribbed Lens
* Mounts Direct to Flat Surface w /Four #8 Wall Anchors (Not Included)
+ Lamps Included
* Integral EM Battery Available (2x32W Maximum Wattage)
« ETL Listed Wet Location oe—y Se— e e—]

]ll ] I

& 1/4"

16 3/4"
E— 13 34"

[ I [ I
COMPACT FLUORESCENT & HID I f
SMALL / OUTER BAND LARGE / INNER BAND

ORDERING INFORMATION
Example : (MSL150MH - MTH - SM) Textured Bronze is Standard Finish
PRODUCT SOURCE/WATTAGE VOLTAGE DIFFUSER FINISH OPTIONS
Masters Large | MSL50MH - 50W MH METAL HALIDE (MH) Not Applicable | SM - Matte Silver 41K - 4100K Color Temp.*
MSL70MH - 70W MH 120V - 120V HPF TB - Textured Black 35K - 3500K Color Temp.*
MSL100MH - 100W MH 120H - MT HPF (Wired 120V) AC - Antique Copper 27K - 2700K Color Temp.* (Standard)
MSL150MH - 150W MH MTH - MT HPF (Wired 277V) AS - Antique Silver F - Fused
BT - Bronze Mist PCL120 - Photocell 120V
MSL50 - 50W HPS HPS CP - Copper PCL277 - Photocell 277V
MSL70 - 70W HPS 120V - 120V HPF SN - Sand DIM - Dimming Ballast * (Electronic Only)
MSL100 - 100W HPS 120H - MT HPF (Wired 120V) SW - Swedish Steel QRS - Quartz Restrike (DC/Bay - Lamp Included)
MSL150 - 150W HPS MTH - MT HPF (Wired 277V) BZ - Textured Bronze QRZ - Quartz Socket Only
TW - Textured White EBW / EBC - Integral Emergency Battery™
(MT - Multi-Tap) (Electronic Only)
RAL Colors or Custom EBR - Remote Mount Battery (Field Installed) **
MSL132X - (1) 32W TBX FLUORESCENT (F) Match - Consult Factory | PST - Pulse Start Lamp & Ballast (MH Only)
MSL232X - (2) 32W TBX 120E - 120V Electronic W2L - Wire 2 Lamps to Integral Emergency Battery
MSL142X - (1) 42W TBX 27TE - 277V Electronic (EBW Only) (2x18W Maximum)
MSL242X - (2) 42W TBX
\REPLACEMENT PARTS PART NO. | NOTES |
| Clear Polycarbonate Lens 34195 | *Fluorescent Only
: : : *Emergency Battery Options (2x32W Maximum Wattage)
We reserve the right to revise the design or components of any product due to Initial light output in Emergency mode will last for a minimum of 90 minutes.
parts availability or change in UL standards, without assuming any obligation or 1 lamp wired unless ordered otherwise. The following are suitable for indoor
liability to modify any products previously manufactured, and without notice. and damp locations. Please refer to Bodine’s specification sheet
EBW:
Bodine’s B94G (Electronic) - Temperature Rating (Ambient) 32° F - 131° F
EBC:
ARRA 2009 ) . . .
Bodine’s B4CF1 (Electronic) - Temperature Rating (Ambient) -4° F - 131° F
EBR:
Bodine’s B94CG (Electronic) - Temperature Rating (Ambient) 32° F - 122° F
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