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the architecture of Kemery Brundige and Young

April 10, 2019

Design Advisory Panel

Howard County Planning and Zoning
3430 Court House Drive

Ellicott City, MD 21043

Re: Wendy’s #7717 — 8850 Gorman Rd., Laurel, MD 20723

Wendy’s located at 8850 Gorman Rd., Laurel, MD 20723 is an existing single-story restaurant that is part
of a C-store. The front and side of the building has a metal fascia which is proposed to be removed. The
proposed work consists of a new parapet roof, new red blade w/aluminum metal finish, new bronze
metal panels on the front and sides of the building, new storefront & spandrel glass at the front of the
building, and new EIFS window surround at the front of the building. The new parapet wall will extend 9
inches over the existing parapet height. The drive thru side elevation will also have new EIFS and metal
panel surround at drive thru windows and wood grain tile at the existing pilasters and under the new
bronze metal panels.

These renovations provide a modern update to aid in revitalization to surrounding development on the
Route 1 corridor.

Thank you,

Mark Griffin
Linear Architecture

8951 Cypress Waters Blvd, Suite 130
Dallas, TX 75019

972.929.9226
www.linear-architecture.com
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Teron Lighting

ARCHITECTURAL OUTDOOR

PROJECT : WENDY'S

TYPE: K-10 LED

ORDERING 7

! TLI MS-L16.8-120-BRZ

COMMENTS:

MASTERS LED-WENDYS CUSTOM

FEATURES

« Steel Trim Bands w/ Textured Bronze Powder Coat Finish

« Standard Up / Down Light Output
Internal Fixture:

+ Die-Cast Aluminum Ballast Housing w/ Textured Black Powder Coat Finish

* Clear Polycarbonate Diffuser

* Mounts Direct to Flat Surface w /Four #8 Wall Anchors (Not Included)

+ Thermal Compensation Technology Ensures Longer LED Lifetime, Which is Ideal For

<100V - 277V

* One 20W LED Driver
« Surge Protector

+ CSA Listed Wet location For Wall Mounting

+ Awaiting IES Files, DLC, Lighting Facts, And Title 24 Labeling / Certfication

Fixtures Being Placed in Area With Fluctuating or Higher Ambient Temperatures

13 1/4" ~—81/2" ‘_‘
5"
L;‘ 10"
SMALL / OUTER BAND LARGE / INNER BAND
| ORDERING INFORMATION
Example : (MS - L16.8 - 100 - 277V - BZ - 40K) Textured Bronze is Standard Finish
L v | | | |
PRODUCT SOURCE/WATTAGE VOLTAGE DIFFUSER FINISH OPTIONS

L12.6 - (3) 4.2W LED Strips

L16.8 - (4) 4.2W LED Strips

4 2W LED Strips -
(LM80 Standard)
**40,000 Hours( L70)

100 - 277V Not Applicable

I BZ - lextured Bronze I

L12.6 - Three 4.2W LED Modules

40K - 4000K Color Temp.
-3 Nichia NS3x183 Series LEDs Per Module
-SW30Bin, Color Temp = 3000K Nominal
-Voltage Regulated at 12 Volts by Driver
-80 CRI typ. (75 CRI min) 754 TOTAL Lumens
17.2W Input = Estimated 32.8 Lumens Per Watt

L16.8 - Four 4.2W LED Modules

40K - 4000K Color Temp.
-3 Nichia NS3x183 Series LEDs Per Module
-SW30Bin, Color Temp = 3000K Nominal
-Voltage Regulated at 12 Volts by Driver
-80 CRI typ. (75 CRI min) 754 TOTAL Lumens
23W Input = Estimated 32.8 Lumens Per Watt

ARRA 2009

BUY AMERICA ACT C us

33 DONALD DRIVE

FAIRFIELD, OH 45014

PH:(513)858-6004

FAX:(513)858-6038

|REPLACEMENT PARTS PART NO.

Clear Polycarbonate Diffuser

34065

NOTES

We reserve the right to revise the design or components of any product due to parts
availability or change in UL standards, without assuming any obligation or liability to
modify any products previously manufactured, and without notice.

EMAIL:SALES@TERONLIGHT.COM WEB: TERONLIGHT.COM
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